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TYPICAL APPLICATION DETAILS (cont.)
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UNDERWRITERS' LABORATORIES, INC. - LISTINGS

COLUMNS:  Wide Flange FIRE TEST: ASTM E-119

COLUMN U.L. HOURLY MATERIAL
SIZE DESIGN NO. RATING THICKNESS 
W10 x 49 X-313 1 hr. 3/4 inches

X-313 1-1/2 hrs. 1-1/4 inches
X-313 2 hrs. 1-1/2 inches
X-313 3 hrs. 2-1/2 inches

W12 x 120 X-313 4 hrs. 1-1/2 inches

 BEAMS: Roof / Ceiling (restrained & unrestrained) FIRE TEST: ASTM E-119

BEAM U.L. HOURLY MATERIAL
SIZE DESIGN NO. RATING THICKNESS
W8 x 28 S-301 1 hr. 3/4 inches

S-301 1-1/2 hrs. 3/4 inches
S-301 2 hrs. 1-1/2 inches

BEAMS: Floor / Ceiling (restrained & unrestrained) FIRE TEST: ASTM E-119

BEAM U.L. HOURLY MATERIAL
SIZE DESIGN NO. RATING THICKNESS
W8 x 28 N-307 1 hr. 3/4 inches

N-307 1-1/2 hrs. 3/4 inches
N-307 2 hrs.(restrained) 3/4 inches
N-307 2 hrs. (unrestrained) 1 1/2 inches
N-307 3 hrs. (restrained) 1 1/2 inches

BEAMS: Unprotected Roof / Ceiling (restrained & unrestrained) FIRE TEST: ASTM E-119

BEAM U.L. HOURLY MATERIAL
SIZE DESIGN NO. RATING THICKNESS
W8 x 28 P-930 1 hr. 3/4 inches

P-930 1-1/2 hrs. 3/4 inches
P-930 2 hrs. 1-1/2 inches

BEAMS: Protected Roof / Ceiling (restrained & unrestrained) FIRE TEST: ASTM E-119

BEAM U.L. HOURLY MATERIAL
SIZE DESIGN NO. RATING THICKNESS
W8 x 28 P-302 1 hr. 1 inch
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ASSEMBLY: Floor / Ceiling (restrained) FIRE TEST: ASTM E-119

BEAM U.L. HOURLY MATERIAL
SIZE DESIGN NO. RATING THICKNESS
W8 x 28 D-929 1 hr. 3/4 inches

D-929 1-1/2 hrs. 3/4 inches
D-929 2 hrs. 3/4 inches
D-929 3 hrs. 1-1/2 inches

ASSEMBLY: Floor / Ceiling (unrestrained) FIRE TEST: ASTM E-119

BEAM U.L. HOURLY MATERIAL
SIZE DESIGN NO. RATING THICKNESS
W8 x 28 D-929 1 hr. 3/4 inches

D-929 1-1/2 hrs. 3/4 inches
D-929 2 hrs. 1-1/2 inches

ASSEMBLY: Protected Floor / Ceiling (restrained & unrestrained) FIRE TEST: ASTM E-119

BEAM U.L. HOURLY MATERIAL
SIZE DESIGN NO. RATING THICKNESS
W8 x 28 D-303 2 hrs. 1 inch

ASSEMBLY: Floor / Ceiling (restrained & unrestrained) FIRE TEST: ASTM E-119

BEAM U.L. HOURLY MATERIAL
SIZE DESIGN NO. RATING THICKNESS
W8 x 28 G-301 3 hrs. 1 inch
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WARRANTY/GUARANTEE INFORMATION

Limited warranty/limitation of liability: Information and recommendations provided by Albi are based
upon extensive test data, laboratory experiments and years of field experience believed to be reliable.
Statements made herein as to application and other properties will vary according to the nature and
conditions of the surfaces to which the product is applied.

Albi warrants that its products will meet the specifications that it sets for them.  Albi's responsibility
under this warranty will be limited solely to replacing the products which prove defective, provided that
Buyer gives Albi prompt notice in writing of said defect and satisfactory proof thereof.  Products may be
returned to Albi only after written authorization has been obtained from Albi.  The foregoing warranty is
in lieu of all other warranties, whether oral, written, express, implied or statutory.  IMPLIED
WARRANTIES OF MERCHANTIBILITY AND FITNESS FOR A PARTICULAR PURPOSE
WILL NOT APPLY.  Technical or other advice is furnished by us solely as an accommodation and
shall not increase the scope of our responsibilities or liability.  Albi's warranty obligations and Buyer's
remedies hereunder are solely as stated herein.  In no event will Albi be liable either for the labor and
other associated costs incurred in replacing the product, including, but not limited to, its removal and
application, or for other incidental or consequential damages.

Applicator shall guarantee that its installation of material conforms to manufacturer's recommendations,
and shall further guarantee his workmanship connected with the installation for a period of one year
from the date of installation.




